Power Switching Semiconductors, Models KBPC, MT, CM, and GBPC, followed by 10, 15, 25, 35, or 50, followed by 00, 01, 02, 04, 06, 08, 10, 12 or 16, may be followed by P, S or W.

Models KBJ and GBJ, followed by 10, 15, 25, 35, or 50, followed by A, B, D, G, J or M, may be followed by P, S or W.

Model BR or KBPC followed by 3, 6 or 8, followed by 00, 01, 02, 04, 06, 08 or 010; Model FL, GBL, GBU, GBJ, KBJ, KBL, KBU or RS followed by 4, 6 or 8, followed by 00, 01, 02, 04, 06, 08 or 010; Models GBJ, KBU, RS or FL followed by A, B, D, G, J, K or M; Model GBP2, GBJ2, KBP or KBJ2 followed by A, B, D, G, J, K or M followed by 00, 01, 02, 04, 06, 08 or 010; Models DF, RB2 followed by 00, 01, 02, 04, 06, 08 or 010; Models DF15, AM15, RB15 or WB followed by 0, 1, 2, 4, 6, 8 or 10.

Power transistor modules with 2500V isolations, Model KBP followed by 150, 151, 152, 154, 156, 158 or 1510 may be followed by G; Model KBPC followed by 005M, 01M, 02M, 04M, 06M, 08M or 10M; Model KBP2 followed by 00, 01, 02, 04, 06, 08 or 10; Model KBU8 followed by 00, 01, 02, 04, 06, 08 or 10 may be followed by G; Model KBL followed by 400, 401, 402, 404, 406, 408 or 410; Model KBU4 followed by 00, 01, 02, 04, 06, 08 or 10, may be followed by G; Model DF15 followed by 0, 1, 2, 4, 6, 8 or 10; Model W or 2W followed by 005, 01, 02, 04, 06, 08 or 10, may be followed by M; Model RB followed by 150, 151, 152, 154, 156, 158 or 1510; Model B followed by 40C1500, 80C1500, 125C1500, 250C1500, 380C1500 or 500C1500; Model RB2 followed by 00, 01, 02, 04, 06, 08 or 10, may be followed by G; Model KBPC followed by 00, 01, 02, 04, 06, 08 or 10, may be followed by G; Model KBPC8 followed by 00, 01, 02, 04, 06, 08 or 10, may be followed by G; Model MP10 or PB10 followed by 00, 01, 02, 04, 06, 08 or 10, may be followed by G; Model KBPC10 or RBPC10 followed by 00, 01, 02, 04, 06, 08 or 10, may be followed by G, W or GW; Model KBPC15 or RKBP15 followed by 00, 01, 02, 04, 06, 08 or 10, may be followed by G; Model KBPC25 or RKBP25 followed by 00, 01, 02, 04, 06, 08 or 10, may be followed by G, GW or GW; Model KBPC50 followed by 00, 01, 02, 04, 06, 08 or 10, may be followed by G; Model KBPC6 or GBL followed by 005, 01, 02, 04, 06, 08 or 10; Model KBJ followed by 2, 4, 6, 8, 10, 15 or 25, followed by A, B, D, G, J, K or M.

Marking: Company name or tradenames "WTE" or "JW" or trademark and model designation.